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(57) Abstract: Disclosed is a clamping table (1) for workpieces (8) in a machine tool. 
Said clamping table (1) comprises a plurality of clamping elements (3) that are located 
next to each other. Each of the clamping elements (3) is provided with a telescopic tube 
unit (10) encompassing a top suction cup (11). The concentric tubes (13, 14) of the 
telescopic tube unit (10) are arranged coaxial to the telescopic tube unit (10) by means 
of a positioning drive (12) while being removably coupled to the displaceable telescopic 
tube (13) with the aid of a positive plug-in coupling device (21, 25) or being permanently 
coupled to the displaceable telescopic tube (13) and being electrically connected to a 
power supply unit (53) with the aid of a removable plug-in connection (50, 52). 

(57) Zusammenfassung: Bei einem Aufspanntisch (1) fur Werkstucke (8) in einer 
Werkzeugmaschine der eine Vielzahl nebeneinander angeordneter Spannelemente (3) 
enthalt, die jeweils eine Teleskoprohreinheit (10) mit einem oberseitigen Saugteller 
(11) aufweisen, wobei die konzentrischen Rohre (13, 14) der Teleskoprohreinheit 
(10) durch einen Positionierungsantrieb (12) koaxial zur Teleskoprohreinheit (10) 
angeordnet und entweder mittels einer formschlussigen Steckkupplung (21, 25) mit 
dem verschiebbaren Teleskoprohr (13) losbar gekoppelt oder mit dem verschiebbaren 
Teleskoprohr (13) bleibend gekoppelt sowie mittels einer losbaren Steckverbindung 
(50, 52) an eine Stromversorgung (53) elektrisch angeschlossen. 
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